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Technical Specifications

Camera

Hardware Profile •	1/4” Megapixel progressive CMOS sensor
•	26 feet IR illumination distance
•	Minimum illumination: 0 lux with IR LEDs on
•	Built-in Infrared-Cut Removable (ICR) Filter module
•	10x digital zoom
•	Focal length 2.4 mm
•	Aperture: F2.0

•	Angle of view:
•	 (H) 98°
•	 (V) 52°
•	 (D) 115°

•	Exposure time: 1/7.5 to 1/10,000 sec.
•	Built-in microphone and speaker

Image Features •	Adjustable image size, quality, frame rate and bit rate
•	Time stamp and text overlays
•	Three configurable privacy mask zones

•	Configurable motion detection
•	Adjustable shutter speed, brightness, saturation, 

contrast, mirror and flip

Video Compression •	Simultaneous H.264/MJPEG format compression
•	H.264 multicast streaming

•	 JPEG for still images

Video Resolution •	1280 x 720 at up to 30 fps
•	800 x 448 at up to 30 fps
•	640 x 360 at up to 30 fps

•	480 x 272 at up to 30 fps
•	320 x 176 at up to 30 fps

Audio Compression •	G.711 •	AAC

Built-in Protocol •	10/100 BASE-TX Ethernet port •	802.11n/g/b WLAN

External Device Interface •	10/100 BASE-TX Ethernet port
•	Single audio input/output port
•	DI/DO port
•	Power LED
•	WPS LED

•	Reset button
•	WPS button
•	Power connector
•	microSD/SDHC slot

Pan & Tilt

Pan Range •	 -170° to + 170° (total 340°)

Tilt Range •	 -20° to + 100° (total 120°)

Angular Velocity •	5-80° per second

Network

Network Protocols •	 IPV4, ARP, TCP, UDP, ICMP
•	DHCP Client 
•	NTP Client (D-Link)
•	DNS Client
•	DDNS Client (D-Link)
•	SMTP Client
•	FTP Client
•	HTTP Server
•	Samba Client
•	PPPoE

•	UPnP
•	UPnP Port Forwarding
•	RTP
•	RTSP
•	RTCP
•	 IP Filtering
•	HTTPS
•	QoS/CoS
•	Multicast

Security •	Administrator and user group protected
•	Password authentication

•	HTTP and RTSP digest encryption

Wireless Connectivity •	802.11n/g/n wireless with WEP/WPA-PSK/WPA2 
security

•	WPS, WMM

System Requirements for Web Interfaces •	Operating system: Microsoft Windows 8/72, XP SP22, 

Vista2 or Mac OS X6 (10.5 and above)
•	Cable or DSL modem with an internet connection

•	Browser: Internet Explorer 8 or above, Firefox 12 or 
above, Safari 4.0 or above, Chrome 20 or higher with 
Java enabled

Advanced Features

Event Management •	Event notification and uploading of snapshots/video 
clips via e-mail (SMTP) or FTP

•	Audio/motion detection
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Remote Access

Remote Management •	Configuration accessible via web browser •	Take snapshots/video clips and save to local hard drive 
via web browser

Mobile Support •	mydlink Lite app for iOS, Android and Windows •	mydlink+ app for iOS and Android

General

Weight •	Camera: 0.75 lbs •	Box: 1.19 lbs

Power •	 Input: 100-240VAC, 50/60 Hz •	Output: 5VDC, 2.5A

Power Consumption •	10.5 watts

Temperature •	Operating: 32 to 104 °F (0 to 40 °C) •	Storage: -4 to 158 °F (-20 to 70 °C)

Humidity •	Operating: 20% to 80% non-condensing •	Storage: 5% to 95% non-condensing

Certifications •	CE
•	CE LVD

•	FCC Class B
•	 ICES

Dimensions •	4.72 x 4.06 x 5.11 inches

Package Contents •	HD Pan & Tilt Wi-Fi Camera (DCS-5029L)
•	Base and mounting kit
•	Audio in/out cable

•	Power adapter 
•	Ethernet cable
•	Quick install guide

Order Information

Part Number Description
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1 The mobile device must have a mobile or WiFi data connection. Non-iOS/Android playback devices must be equipped with 3G video playback software such as RealPlayer™ or PacketVideo™.

2 Computer must adhere to Microsoft’s recommended system requirements.

3 An SDHC Class 6 card or above is recommended. Up to 32GB supported.


